Sashwindows.ie
Specifications of Aluminium Sash window
HIGH PERFORMANCE SASH WINDOW

	Frame Depth
	95mm  Equal Leg

	Unit thickness
	28mm (cannot do single glazed)

	Gasket
	Black (Glazepta) or white (soft T.P.R.

	Colour
	Semi gloss white RAL 9910 polyester powder coated as standard.  We can paint to any standard RAL or Syntha-pulvin No (Non white costs 10% extra depending on quantity

	Interlock height
	35mm

	Bottom rail
	Choice of bottom rails – either 35mm for commercial of 70 mm for conservation

	Balances
	Pre-tensioned Block & Tackle, maintenance free – guaranteed for 5 years

	Cleaning
	Both sashes tilt in for cleaning

	Weather Test rating
	Class 3 exposure tested
	Water 300 pa Pa=Pascal

Air 600 Pa

Gust 2100 Pa

	Security locks
	Sash Restrictors restrict vertical movement

Fitch Catch ‘push’ button locking on meeting rail

Meekins xxxxx

	Optional extras
	We also supply:-
	Coupling mullion
	For ribbon glazing

	
	
	Fixing lugs
	Galvanised ‘twist in’ type

	
	
	Projecting cills
	150mm or 180 mm

	
	
	Trickle ventilators
	Through head of frame

	
	
	Sash horns
	Underneath of top sash

	
	
	Sash restrictors
	Limit vertical travel

	
	
	Locking catches
	Standard Grub Screw or push button

	
	
	Bottom rails either
	35mm or 70mm

	We supply made-to-measure kits fully prepared including all balances and hardware or fully fabricated window shrink wrapped.


